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CHAPTER 1

Product Notes:
Sun StorEdge L280
Service Manual

This document gives new and corrective information for the Sun™ StorEdge™ L280
Service Manual, Part Number 805-3958-10, Revision A, February 1998. Page

references in parentheses are to this version of the Sun StorEdge L280 Service Manual.

1.1 Related Documentation (p. xxiii)
For rackmount Sun StorEdge L280 installations, the Rackmount Placement Matrix is

now available online:

http://docs.sun.com

● Select Storage and Peripherals in the Hardware section..
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1.2 Technical Specifications (p. 1-2)

1.3 Configuring the Autoloader (p. 4-8)
Table 1-2 below gives additional information, and refers to page 4-8, Table 4-2 in the

Sun StorEdge L280 Service Manual.

TABLE 1-1 Physical Specifications of the Autoloader

Description Desktop Rackmounted

Height 187 mm (7.35 inches) 177 mm (6.97 inches)

Width 226 mm (8.90 inches) 220 mm (8.65 inches)

Depth 559 mm (22 inches) 559 mm (22 inches)

Gross shipping weight 19.3 kg (42.5 lbs.) 17.7 kg (38.9 lbs.)

Interface SCSI-2 high density wide

differential

SCSI-2 high density

wide differential

TABLE 1-2 Configuration Options

Config Name Description Default

COMPRESSION ON/

OFF

Displays current setting drive compression. Toggles

between ON and OFF. When set to ON, the drive will

compress data unless changed by the host. When set to

OFF, the drive does/will not compress unless

requested by the host.

Note - When the drive is empty, the display will

always read that compression is OFF.

OFF

CIRCULAR ON/OFF Toggles between ON and OFF. When set to ON, the

first tape is reloaded after the last tape unloads. This

option only functions in Stacker or Autodetect mode.

OFF
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1.4 Running an Internal Test (p. 4-11)
These tests are primarily used for diagnostic purposes by the repair center.

TABLE 1-3 Tests Available From the Control Panel

Test Name Description

EXERCISE HANDLE Closes then opens the drive handle.

CAPUSH SENSOR Displays the current value of the cartridge push sensor.

DRIVE SENSOR Displays the current value of the drive side transport position

sensor.
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